Cinderella Incineration Toilets
Model Comparison

Power Source

Waste
Capabilities

Energy
Consumption

Electrical Power
Supply

Digital Display

Capacity

Toilet Bowl

Empty Ash Tray

Certifications
(North America)

TRAVEL (RV)

Propane Electric

Liquids & Solids Liquids & Solids

140 - 180g, 16wh

. ) 0.8 - 2 KWh
per incineration
12V DC, 4 Amp 240V. 10A
Yes Yes

4 visits/hour 4 visits/hour

High-Grade

Teflon Coated Stainless Steel

Weekly, or at
70 incinerations

Weekly, or at
90 incinerations

UL/C-UL UL/C-UL, NSF

All models are waterless and come with a 3 year warranty*

U

-

Propane

Liquids & Solids

160 - 190g, 16wh
per incineration

12V DC, 4 Amp

Yes

4 visits/hour

High-Grade
Stainless Steel

Weekly, or at
90 incinerations

UL/C-UL

\/

Electric
Liquids & Solids
0.8 - 2 KWh
240 V. 10A
Yes

4 visits/hour

Teflon Coated

Weekly, or at
90 incinerations

UL/C-UL, NSF

Cinderella

Incineration Toilets

Distributed By: ‘

INCINERATING
Tl LETS 2

UNISEX URINAL

N/A

Liquids Only

N/A

N/A

N/A

Unlimited

Fiberglass

N/A

N/A

www.lncineratingToilets.ca



